" Kastalon FDA
Polyurethane Solutions

¢ Rollers, Wheels & Pulleys
¢ Cooling Tunnel Rollers

¢ Conveying Systems

¢ Chutes & Chute Liners

¢ Grain Elevator Components
¢ Custom Components

¢ Container/Packaging
Equipment

¢ Dough Processing/Handling
¢ Confectionary Industry

¢ Slicing Equipment

The superior wear and tear resistance of FDA polyurethane

will outlast traditionally used components by 4-5 times, drastically reducing maintenance. « FDA Approved for wet, dry
and fatty food environments

Custom Blended Food Grade Urethanes

It is critical that rollers and components used in food processing applications meets * Meets FDA 21CFR#177.2600

FDA regulations. Moving beyond the historical use of rubber, nitrile, UHMW and nylon, sub-part F

specially formulated FDA polyurethanes from Kastalon have far more to offer. « Available in 56 — 94 Shore A

Choose “Blue”

The latest advancement includes the “Choose Blue”

FDA compliant materials for easier optical inspection C H@S E B LU E
during food processing. Blue is more visible than

standard “natural” colored polyurethane and is the only color that does not naturally exist

in the food chain. Should components or rollers wear during operations, small fragments
are more likely to be picked up by the detection system.

When specifying the FDA material, consider choosing Blue rather than the Natural for a
new look, easier compliance, and greater functionality.
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Kastalon FDA Compliant Materials for Indirect Food Contact (21 CFR 174.5)

FDA Dry Food Contact (CFR 177.1680)

This material excels in applications in which high tear strength, abrasion resistance and dynamic performance are required.
Hardness Range: Available in 56 Shore A — 84 Shore A durometers

Colors: Blue, White, Natural

Elastomer Properties

Shore Hardness 56 Shore A 65 Shore A 68 Shore A 73 Shore A 78 Shore A 84 Shore A
Tensile, psi 3525 5880 6230 6235 6550 6555
100% Modulus, psi 255 410 425 520 610 885
300% Modulus, psi 350 735 745 955 1200 1915
Elongation, % 715 615 615 580 575 540
Die C Tear (D624), pli 200 305 305 330 400 490
Split Tear (D470), pli 100 100 102 100 125 200
Compression Set (method B) 20 25 28 28 35 35
Bashore Rebound (%) 50 43 43 43 39 34

FDA Wet or Dry Food Contact (CFR 177.2600)

This material has outstanding abrasion resistance, high tensile and tear strength. Also, excellent load-bearing capability.
Hardness Range: Available in 59 Shore A — 94 Shore A durometers

Colors: Blue, White, Natural

Elastomer Properties

Shore Hardness 59 Shore A 70 Shore A 74 Shore A 82 Shore A 91 Shore A 94 Shore A
Tensile, psi 4075 4560 6290 6545 6765 6325
100% Modulus, psi 300 410 525 645 1170 1360
300% Modulus, psi 500 760 1030 1525 2415 2885
Elongation, % 490 455 450 430 390 380
Die C Tear (D624), pli 195 260 265 360 420 495
Split Tear (D470), pli 80 92 92 160 195 265
Compression Set (method B) 15 24 25 34 43 44
Bashore Rebound (%) 45 45 38 29 29 30

Engineered To Fit

Whether you are designing a new equipment line or retrofitting and existing line, Kastalon welcomes the opportunity to
assist you in determining where polyurethane can offer you efficiencies and value. The key to the success of your project
engineering is matching the correct material to your application and environment that will render the best physical properties
and superior performance.
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